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Directional Control Valves

11

18 Series
1/8 NPT 

2, 3 & 4 Way

1-26-08

1/8 NPT Standard.
10-32 = Option -E

Pilot Bushing

ing
Housing 9/16 Hex

9/16 Hex

.13

.38

1.25

1.63

1/8 NPT Standard.
10-32 = Option -E

.78

.50

.25 Stroke

.13

.1.88

.25 Stroke

.13

.88

Standard 2 Way & 3 Way spring 
return are normally closed. For 
normally open the actuators may be 
exchanged end for end or by speci-
fying -20 for -2 & -30 for -3.
Minimum pilot pressure:
 Standard spring . . . . . . . . . 60 psi

-L . . . 40 psi
 . . . . . . . . . . . . 20 psi

2 Way 3 Way 4 Way

18SP-2 18SP-3 18SP-4

1800-902 1800-903 1800-904

 -L
10-32 pilot port, Option -E

Air Pilot

Roller Cam

Rod Actuator

meets low pressure requirements.
Standard 2 Way & 3 Way spring 
return are normally closed. For nor-
mally open the actuators may 
be exchanged end for end or by 
specifying -20 for -2 & -30 for -3.
Minimum pilot pressure:
 Standard spring . . . . . . . . . 10 psi

-L  . . . . 7 psi
 Against 0 psi pilot  . . . . . . . . 2 psi

2 Way 3 Way 4 Way

18SA-2 18SA-3 18SA-4

 When both pilots are pressurized,
 the amplifier overrides. 

1800-902 1800-903 1800-904

 -L
10-32 pilot port, Option -E

Stainless steel rod in brass bushing. 
Standard 2 Way & 3 Way spring 
return are normally closed. For 
normally open the actuators may be 
exchanged end for end or specify by 
substituting -20 for -2 & -30 for -3.
Force to actuate:
 Standard spring . . . . . . . . . 6.5 lb.

-L . . . 5.0 lb.
 . . . . . . . . . . . . 1.2 lb.

2 Way 3 Way 4 Way

1800-902 1800-903 1800-904

 -L

Case hardened steel roller and shaft 
in hard anodized aluminum housing. 
Standard 2 Way & 3 Way spring return 
are normally closed. For normally 
open specify by substituting -20 for -2 
& -30 for -3.
Force to actuate:
 Standard spring . . . . . . . . . 6.5 lb.

-L  . . . 5.0 lb.
 . . . . . . . . . . . . 1.2 lb.

2 Way 3 Way 4 Way

1800-912 1800-913 1800-914

1800-922 1800-923 1800-924

 -L

1

2

12 10

12 10

2
1.13

1

.31

.16

.81

1.44
1.81

 Clearance
f

.38

1.00

1.25

Primary Secondary

2  WAY

31

2

12 10

3 Way

This 3 Way Valve may
be used for any 3 Way,

erter
service.

12 10

2
1.13

1

.44

.16

.81

1.58
2.02

 Clearance
f

.38

1.00

1.25

Primary Secondary

3

1.34
.63

3 1

2

14 12

5

4

4 Way - 5 Port ‡

14 12

2

1.52

1
.44

.16

1.20

1.97

2.41

 Clearance
f

.38

1.25

Primary Secondary

3

1.73.63

5

4

.89
.67

1.00

1/8 NPT PORTED, MANUAL, MECHANICAL AND PILOT OPERATED AIR VALVES – “The Finest in Simplicity”

Suitable for Vacuum directional flow applications, but NOT for holding vacuum.
® spools provides fast, positive, and reliable response.

Valve Body Dimensions

Note 1: Specify Normally Open by 
substituting -20 for -2 & -30 for -3.

Standard 2 & 3 way spring return models are normally closed. Models with thread 
in actuators may be converted to normally open by exchanging actuators end for 
end. Other models require specification and factory assembly. See note 1.

 May be used as either single 
inlet - dual exhaust or dual inlet - single exhaust.
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Directional Control Valves

®–G Grease

 Solenoid controlled models +150°F max.

 See pages 11.9 and 11.11. 

18 Series
1/8 NPT 

2, 3 & 4 Way

2-7-08

.75

.97

.50

.25 Stroke

1.25

.91

.50

.25 Stroke

1.38
.81

1.65
.50

3/4-16

.25 Stroke

x x .13 thick brass nuts included

1.00

16°

1.50

Lever
position 
when 
spring 
returned

3.38

.75 Dia.

Palm Button
Assembly

No. 1800-1
No. 1800-2 Small Button

Panel Mount Button Assembly

No. 1800-7-2  1800-7-20 
 1800-7-3  1800-7-30 
 Above NOT interchangeable End for End
 1800-7-4

 1800-8  

Rod Actuator
Assembly

No. 1800-3

Assembly 

No. 1800-4 
No. 1800-5 Standard Spring only
No. 1800-46 -L).
No. 1800-56 Standard Spring & Housing Assembly.

MOST THREADED-IN OPERATORS ARE INTERCHANGEABLE BETWEEN ENDS

Pilot Bushing

No. 1800-10 10-32 Port
No. 1800-18 1/8 NPT Port

Un-anodized aluminum button with 
stainless steel rod in brass bush-
ing. Standard 2 Way & 3 Way spring 
return are normally closed. For 
normally open the actuators may be 
exchanged end for end or specify by 
substituting -20 for -2 & -30 for -3.
Force to actuate:
 Standard spring . . . . . . . . . 6.5 lb.

-L . . . 5.0 lb.
 . . . . . . . . . . 1.2 lb.

 2 Way 3 Way 4 Way

18PS-2 18PS-3 18PS-4

18PSP-2 18PSP-3 18PSP-4

18PPS-2 18PPS-3 18PPS-4

1800-902 1800-903 1800-904

 -L

Small Palm Button

Large Palm Button

Hand Lever

Panel Mount Button

stainless steel rod in brass bush-
ing. Standard 2 Way & 3 Way spring 
return are normally closed. For 
normally open the actuators may be 
exchanged end for end or specify by 
substituting -20 for -2 & -30 for -3.
Force to actuate:
 Standard spring . . . . . . . . . 6.5 lb.

-L . . . 5.0 lb.
 . . . . . . . . . . 1.2 lb.

Phenolic button with plated steel rod 
black button stan-

dard, red button Option -R. Standard 
2 Way and 3 Way assemblies are 

position. For normally open specify by 
substituting -20 for -2 and -30 for -3.
Force to actuate:
 Standard spring . . . . . . . . . 6.5 lb.

-L . . . 5.0 lb.
 . . . . . . . . . . 1.2 lb.

 . . . . . . . . . . . . . . 3.0 lb.

1/8 NPT Standard

No. 18 AMP-1 1/8 NPT Port
No. 10 AMP-1 10-32 Port Option -E

Fabco-Air has the expertise 
and willingness to design. 
modify and adapt these valves 
to your necessary and specific 
job requirements. Please ad-
vise us of your needs.

Hardened & plated steel shaft with 
unique connection to spool results 
in positive shifting. Standard 2 Way 
& 3 Way spring return are normally 
closed. For normally open specify by 
substituting -20 for -2 & -30 for -3. 
Force to actuate:
 Standard spring . . . . . . . . . 4.0 lb.

-L  . . . 3.0 lb.
 . . . . . . . . . . . . . . 2.0 lb.

Aluminum bar body

 single inlet - dual exhaust or dual inlet -  single exhaust.

 2 Way 3 Way 4 Way

1800-902 1800-903 1800-904

 -L

 2 Way 3 Way 4 Way

18PMS-2 18PMS-3 18PMS-4

18PMP-2 18PMP-3 18PMP-4

1800-902 1800-903 1800-904

1800-942† 1800-943† 1800-944†

 -L

 2 Way 3 Way 4 Way

1800-932† 1800-933† 1800-934†
† Includes factory assembled 
   spool attachments.

 -L

 FEATURES  OPTIONS
-L

 Viton seals –  Specify Option -V

 common inlet. Consult factory.

Note 1: Specify Normally Open by 
substituting -20 for -2 & -30 for -3.

11.8
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Directional Control Valves

11

18 Series
1/8 NPT 

2, 3 & 4 Way

2-14-08

1/8 NPT Ported 53 STYLE 

Features

® spool provides fast, positive, reliable response 

® -G grease

Standard catalog models are suitable for operation in intermittent low tem-
peratures  in  a  range  of 0° to + 32 °F. 

A custom aluminum  spool  may  be substituted when  long-term applica-
tion temperatures are expected to be 0° to +32°F.  These should be limited 
to double solenoid actuation. Consider that actuation force may exceed 
catalog specs and that spring return models may not be reliable at these 
low temperatures. Please consult factory.

Options
Manual Override

 . . . . . . . . . . . . . . . . . . . -MO1
 . . . . . . . . . . . . . . . -MO4

External Pilot . . . . . . . . . . . . . . . . . . . . . -X
 . . . . . . . . . . . . . . . . . . . . . . -L

Viton Seals for media compatibility. . . . . -V
Explosion Proof Operators . . . . . . . . . .-EP
 See page 11.30

 See page 11.10 
 Note 1: Optional Flow Path

Operating  Range

 Standard Spring . . . . . . . . 60 to 150 psi
-L . . . 40 to 150 psi

 . . 20 to 150 psi
External Pilot Supply, Option -X
  Inlet Pressure  . . . . . . . . . . 0 to 150 psi
External Pilot Supply, Option -X
 Standard Spring . . . . . . . . 60 to 150 psi

-L . . . 40 to 150 psi

 . . 20 to 150 psi

Operating  Range

 Inlet . . . . . . . . . . . . . . . . . . 20 to 150 psi
External Pilot Supply, Option -X
 Inlet Pressure . . . . . . . . . . . 0 to 150 psi

 Pilot Supply . . . . . . . . . . . . 20 to 150 psi

 2 WAY 3WAY 4 WAY

 Normally Normally Normally Normally

Conduit Housing 18CS-2 18CS-20 18CS-3 18CS-30 18CS-4

Grommet Housing 18GS-2 18GS-20 18GS-3 18GS-30 18GS-4

Spool and Seals 1800-912 1800-9120 1800-913 1800-9130 1800-914

  2 WAY 3WAY 4 WAY

Conduit Housing 18CC-2 18CC-3 18CC-4

Grommet Housing 18GG-2 18GG-3 18GG-4

Spool and Seals

SINGLE SOLENOID - PILOT RETURN MODELS
A pilot return can be substituted for the standard spring return.
It may be used in two manners.
 1. For a pulse signal, then pilot return.
 2. As a constant, adjustable force, spring.
 Supply pilot port with a constant regulated pressure. This will act  
 as a very constant spring against the solenoid controlled pilot  
 signal. The pilot return should be a minimum of 20 psi below the  
 solenoid controlled pressure.

, Substitute P for S in the Model Number. 

1/8 NPT Pilot Port standard.
10-32 Pilot Port optional, Specify Option -E.

SINGLE SOLENOID
 Model Number from chart

 Options

DOUBLE SOLENOID
 Model Number from chart

 Options

11.9
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11

Directional Control Valves 18 Series
1/8 NPT 

2, 3 & 4 Way

11-8-04

1.25
1.00

.50

1.34

1.00

See Housing

Page 11.29

1.25 1.00

.50

.14 Max.

1.00

.31

1/8 NPT

See Housing

Page 11.29

.63

1.25 1.00

.50

.14 Max.

1.00

See Housing

Page 11.29

1

2

12 10

12 10

21.13

1
.31

.16

.81
1.44

1.81

 Clearance
fo t

.38
1.00

1.25

Primary Secondary

2  WAY

31

2

12 10

3 Way

12 10

2
1.13

1
.44

.16

.81
1.58

2.02

 Clearance fo t

.38
1.00

1.25

Primary Secondary

3

1.34.63

3 1

2

14 12

5

4

3 1

2
14 12

5

4

4 Way - Standar
Single Inlet - Port #1 - Dual Exhaust

14 12

2

1.52

1
.44

.16

1.20
1.97

2.41

 Clearance fo t

1.25

3

1.73.63

5

4

.38

Primary Secondary

.89

.67

1.00

ow Path: 
Port

Single Exhaust. Use External 
-X

.13

Pilot Port

9/16 Hex

9/16 Hex.38

Standard 53 STYLE

The solenoid operator is a 3-way NC valve which, upon receiving an 

electrical signal, directs a pilot pressure to shift the main valve spool. 

As standard, the operator is internally supplied with air pressure from 

53 STYLE

Option -X

In the following listed applications, as well as many others, a proper 

air supply may not be available from the main valve inlet. For these ap-

-X

A proper air supply to this port then supplies the solenoid with air 

pressure for piloting the main valve spool.

53 STYLE

with Manual Override

This manual override is a 3-way 

NC valve that when pushed, 

directs pilot pressure to shift the 

main spool. Pressure must be 

present at main valve inlet for this 

override to function.

 10 Spring

 12 Solenoid

 10 Solenoid

 12 Spring

Normally Closed

Normally Open

 10 Spring

 12 Solenoid

 10 Solenoid

 12 Spring

Normally Closed

Normally Open

See Page 11.7

1/8 NPT Port Standard – 10-32 Port Specify Option -E

TYPE SUFFIX

Turn back to release.

Push to override. -MO4

Option -X is NOT 

combinable with 

either Option -MO1 

or -MO4

11.10
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Directional Control Valves

11

18 Series
1/8 NPT 

2, 3 & 4 Way

2-14-08

Features

® spool provides fast, positive, reliable response

® -G grease

  +

Standard catalog models are suitable for operation in intermittent low 
temperatures in a range of  0° to + 32 °F. 

A custom aluminum spool may be substituted when long-term application 
temperatures are expected to be 0° to +32°F.  These should be limited 
to double solenoid actuation. Consider that actuation force may exceed 
catalog specs and that spring return models may not be reliable at these 
low temperatures. Please consult factory.

Operating  Ranges, psi

 0.9 Watts 3.5 Watts

. . . . . . . . . . . . . . . . . . 20 to 130 .........20 to 145

. . . . . . . . . . . . . . . . . . . . . . 60 to 130 .........60 to 145

 . . . . . . . . . . . . . . . 40 to 130 .........40 to 145

External Pilot Supply, Option -X Inlet Pressure . . . 0 to 150 ...........0 to 150

External Pilot Supply, Option -X Pilot Supply

. . . . . . . . . . . . . . . . . . 20 to 130 .........20 to 145

. . . . . . . . . . . . . . . . . . . . . . 60 to 130 .........60 to 145

 . . . . . . . . . . . . . . . 40 to 130 .........40 to 145

 

1/8 NPT Ported 58 STYLE 

Options

External Pilot . . . . . . . . . . . . . . . . . . . .-X
† External Pilot and Viton Seals . . . . -XV

 . . . . . . . . . . . . . . . . . . . . .-L

† Viton Seals are available in the main 

valve only, for  media compatibility, and 

therefore only in conjunction with External 

11.11
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Directional Control Valves 18 Series
1/8 NPT 

2, 3 & 4 Way

1-26-08

3 1

4

2

Primary Solenoid
Manual Override
Position 
Section A – A

1

3

Primary Solenoid
Manual Override
Position 
Section B – B

31

4

2Secondary Solenoid
Manual Override
Position 
Section A – A

1

3

Secondary Solenoid
Manual Override
Position 
Section B – B

Primary Actuator End

1.25
.63

Spr n
Shown.50

1.00.14 Max.

1.00

See page 11.31
f

2, 3, or 4 Way
Valve Body

Secondary Actuator End

See page 11.10
f

A A
Side View

B

B

1.25
.63

See page 11.31
f

See page 11.10
f

Primary Actuator End Secondary Actuator End

Spr n
Shown

Side View
1.00

.50

2, 3, or 4 Way
Valve Body

External Pilot
Supply
Option -X

1/8 NPT

.31

.63

.38

.281/8 NPT

External Pilot Supply
Option -X

Upright

58 STYLE Solenoid  Valve, Model Number Code

Series
 18 
1/8 NPT

Primary Actuator
F
G = Wire leads
See page 11.31

18 F S 4 4 1 1 0 120/60—— —

Function
2 = 2 Way
3 = 3 Way
4 = 4 Way
See page
11.7

Primary Solenoid
Attitude
1 = Upright 90° to Body
5 = Inline with Body

Primary Solenoid
Manual Override
0 = None
1 
2 ‡

3
4 ‡

Secondary Solenoid
Attitude
0 = Other than Solenoid
1 = Upright 90° to Body
5 = Inline with Body

Volts / Hertz

12 VDC

24 VDC

24/60 VAC

120/60 VAC

12 VDC

24 VDC

Example: 18FS-4-41100-120/60

Solenoid Watts
1 = 0.9 Watts
4 = 3.5 Watts

Secondary Solenoid
Manual Override
0 = None
1 
2 ‡

3
4 ‡

0

Secondary Actuator
F
G
S
P
R
B
L

 11.8 for details

Options
 -X = External Pilot
 -XV  = † External Pilot & Viton Seals
 -L
† Viton Seals are available in the main 
valve only for media compatability and 
therefore only in conjunction with 

‡ ONLY
#1 = Upright 90° to Body

Inline
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